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ELECTRONIC PORTION
CONTROL SCALES

• Easy-to-read Displays

• Power-saving “Auto-Off” Feature

• Easy-to-clean Stainless Steel Platters

• Full-range Tare

• Simple, Fast, Accurate Operation

DETECTO’s Little Trio is BIG on Performance. . .

Wherever Food is Weighed, Portioned or Dispensed

Model PS-5 Model PS-6 Model PS-8
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PS-5 Portion
Control Scale
This dual-capacity unit

(70 oz/1998 g) lets you

switch from ounces to grams

at the touch of a button.

Lightweight at just four

pounds, it is powered by four

AA batteries (not included) or

optional AC adapter. Push button tare, easy-to-read LCD and

stainless steel platter make it perfect for fast-paced food

operations of all kinds. This model certified by NSF.

PS-8 Portion
Control Scale
Thanks to its durable ABS

enclosure, the PS-8 is the

lightest of DETECTO’s portion

control trio, weighing in at

just over two pounds (but

measuring weights up to

eight pounds). This scale is

well suited to food service applications where recipes are written

in pounds and ounces. Its brilliant red LED display also reads in

pounds and ounces (not fractional pounds that have to be

converted to ounces).

PS-6 Portion
Control Scale
With a capacity of 70 oz, this

battery-powered scale

features at-a-glance

weighing. Simply read the

LCD display for full ounces

and then the accompanying

bright red annunciator for

appropriate 1/4 oz increment. Like its companion units, the PS-6 is

extremely portable, easy to operate and easy to clean. This model

certified by NSF.

Cardinal Scale reserves the right to improve, enhance and modify features and
specifications without prior notice.

Sold By:

P.O. Box 151, Webb City, MO 64870 USA
Ph: 417-673-4631 or 800-641-2008 • Fax: 417-673-5001
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Ask for the scales that pack a lot
of power in a little package!
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Maximize Profits. . .
And Efficiency. . .
With DETECTO’s Accurate, Reliable
Portion Control Scales
Ideal for: Restaurants • Cafeterias • Deli’s • Pizza Parlors
Food Service Professionals (commercial and industrial)

Small in size, big on performance. That describes DETECTO's trio of

compact portion control scales. Choose one or more of these

popular models for your food service operation.

All are fast and easy to use. They’re at home in small spaces and

clean up like a breeze. Best of all, you don’t have to worry about

accuracy. These little wonders are engineered by DETECTO to

perform day after day, year after year.

DETECTO’s PS-5 is at home in institutional or

commercial settings where portion control is

important.

Whether it’s a salad bar priced by the ounce or any

other food portioning operation where rapid

readouts are key, the PS-6 gets the job done!

Simple one-key operation for on/off, zeroing and

tare make the PS-8 a top performer in places

calling for repetitive tare functions.

SPECIFICATIONS
MODEL PS-5 PS-6 PS-8

Construction

Capacity

Display

Dimensions

Weight

Power

Zero

Tare

Self Diagnostics

Options

Metal base finished in

white, oven-baked

enamel. Stainless

steel platter.

Keypad-selectable

70 oz x .1 oz or

1998 g x 2 g

1/2” high LCD with

low-battery indicator;

red LED capacity

indicators.

4 lbs

115 VAC, 50/60 Hz

power line adapter.

Stainless steel model

available.

115 VAC, 50/60 Hz

power line adapter,

stainless steel

commodity bowl,

oversize commodity

tray (10”W x 6-1/2”D).

Oversize commodity

tray (12”W x 8”D).

Special Features Auto-off (which can

be disabled).

Auto-off (which can

be disabled).

Auto-off (which can

be disabled), weight

displayed in pounds

and ounces (rather

than fractional

pounds).

All models - Established on power-up routine and automatically

maintained by auto-zero circuitry.

All models - Push button, full capacity. Permits multiple portioning.

All models - Power-up sequence provides self test of microprocessor

circuitry. Allows viewing of all display segments.

4 AA batteries

(not included).

4 AA batteries

(not included).

115 VAC 60 Hz adapter

to 12 VDC, 6W.

4 lbs 2-1/4 lbs

Overall: 7-1/2“W x

7”D x 2-3/4”H

Platter: 6-3/4”W x

5-1/4”D

Overall: 7-1/2“W x

7”D x 2-3/4”H

Platter: 6-3/4”W x

5-1/4”D

Overall: 8-1/4“W x

8-3/4”D x 2-3/4”H

Platter: 7-3/4”W x

6”D

1/2” high LCD with

low-battery indicator;

red LED capacity

indicators for 0, 1/4,

1/2 and 3/4 oz.

1/2” high LED.

Keypad-selectable

8 lb x .1 oz or

1998 g x 2 g

70 oz x 1/4 oz

Metal bas finished in

white, oven-baked

enamel. Stainless

steel platter.

Grey, high-impact ABS

enclosure. Stainless

steel platter.
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